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     #110 — Fas-Stick Glue 

 

Times are based on an ambient temperature of 72-80 °F. 
Thicker applications and warmer temperatures will make the epoxy cure faster. 
Thinner applications and cooler temperatures will make the epoxy cure slower. 

 

Available In: Part 1: Part 2: 

Pint Kit 1/2 Pint 1/2 Pint 

Quart Kit 1 Pint 1 Pint 

Gallon Kit 1/2 Gal 1/2 Gal 

10 Gallon Kit 5 Gallon 5 Gallon 

                                                                                    Mixes: 1:1 Ratio 

Description & Uses: 

#110 Fas-Stick epoxy glue is a putty type glue with an epoxy resin base. Part 1 is milky white while Part 
2 is amber in color. Both components are about the consistency of Vaseline. The glue that results from 
mixing the two parts together is the strongest of all Fasco epoxy products. It has an unusually high 
adhesion to concrete, stone, wood, metal, glass, ceramic, rubber, foam, and a wide variety of plastic 
materials. When properly cured, the cohesion strength within the bond line is extremely strong and the 
adhesion of the epoxy to the materials is so great that stress failure will often occur in one of the 
materials being bonded rather than in the epoxy. This glue will maintain its dimensions and shape 
under prolonged stress and is highly resistant to moisture and solvents. This glue can be used as an 
insulator for both heat and low electric current. 
 

Application: 

1. Make sure the surface is clean, dry, and sanded. 
2. Mix equal parts of resin and hardener thoroughly, until glue becomes a uniform color and 

there is no streaking due to insufficient mix. 
3. Apply glue to both surfaces to be joined. It is not necessary to put pressure on the glue joint. 

 

 

Working Time: 

Mixed product must be used within 30 mins. Spread across the surface as quickly as possible to increase 
working time. 
 
 
Gel Time: This will depend on the thickness of the coat. A quart mixed at one time will gel in 10-15 minutes. 
 

Set Time: Thin Coats: 4-6 hours - Thick Coats: 2-4 hours 

 

Cure Time: Thin Coats: 12-24 hours Thick Coats: 4-6 hours  
        Up to 4 days for full cure 

 


