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      #110FS — Fast Set Glue 

 

Times are based on an ambient temperature of 72-80 °F. 
Thicker applications and warmer temperatures will make the epoxy cure faster. 
Thinner applications and cooler temperatures will make the epoxy cure slower. 

 

Available In: Part 1: Part 2: 

Quart Kit 1 Pint 1 Pint 

Gallon Kit 1/2 Gal 1/2 Gal 

                                                                                           Mixes: 1:1 Ratio 

Description & Uses: 

With all the same great features as the regular #110, the Fast-Set version has the advantage of being a much 

quicker setting glue. This product is great for gluing stone, concrete, glass to aluminum, foam products together, 

bonding trim, cabinet shops, assembly and repair of fiberglass products, body repair sealant and many other 

uses.  

Application: 

1. Make sure the surface is clean, dry, and sanded. 
2. Mix equal parts of resin and hardener thoroughly, until glue becomes a uniform color and 

there is no streaking due to insufficient mix. Also make sure to scrape the sides of the 
container. 

3. Apply glue to both surfaces to be joined. It is not necessary to put pressure on the glue joint. 
 

Working Time: 1 oz. mixed: 10 minutes 

                             1 pint mixed: 6 minutes 

 
Gel Time: This will depend on the thickness of the coat. A pint mixed at one time will gel in 7-8 minutes. 
 

Set Time: Thin Coats: 45 minutes Thick Coats: 9-10 minutes 

 
Cure Time: 24 hours 

                  Up to 72 hours for full cure 
 

 


