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          #26 — MEC 

Marble Epoxy Compound 

 
 

Times are based on an ambient temperature of 72-80 °F. 
Thicker applications and warmer temperatures will make the epoxy cure faster. 
Thinner applications and cooler temperatures will make the epoxy cure slower. 

 

               

 

                                                                   

                                                                           

                                                                             Mixes: 1:1 Ratio 

Description & Uses: 

A modified version of the #26 Fas-Fair, MEC marble epoxy compound is specially formulated for 

the gluing and repairing of marble surfaces. While it also has strong adhesion to wood, 

fiberglass, metal, concrete, foam or other clean substrates, this product is specifically designed 

with marble in mind. 

 

Application: 

1. Surface to be repaired or glued should be clean and free of grease, wax or oil. 

2. Mix equal parts by volume of Part 1 and Part 2 thoroughly. Make sure Part 1 and    Part 

2 become a uniform color with no streaks; this will ensure a proper mix. 

3. Apply compound in any thickness desired. 

 

Color: Dries to a neutral color. Pigment may be added to match marble coloration. 

 

Working Time: 

Mixed product must be used within 15-30 minutes. Spread across the surface as quickly as possible to increase 

working time. 

 

Gel Time: Thin Coats: 2-3 hours Thick Coats: 1-2 hours 

Set Time: Thin Coats: 8-10 hours - Thick Coats: 6-8 hours 

Cure Time: Up to 48 hours for full cure 

Available In: Part 1: Part 2: 

Quart Kit 1 Pint 1 Pint 

Gallon Kit 1/2 Gal 1/2 Gal 

10 Gallon Kit 5 Gal Pail 5 Gal Pail 


