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  #39— Table Top Hi-Gloss 
 

Times are based on an ambient temperature of 72-80 °F. 
Thicker applications and warmer temperatures will make the epoxy cure faster. 
Thinner applications and cooler temperatures will make the epoxy cure slower. 

 

               

                                                                             

 

 

 

                                                                                            Mixes: 1:1 Ratio 

Description & Uses: 

This two-part epoxy dries clear with a gloss finish perfect for any bar top, tabletop, floor or decorative 
work that requires a finish to protect it. This product is also used to coat Styrofoam molds. 
 

Application: 

1. Mix one part of Part 1 by volume with one part of Part 2 thoroughly. 
2. Prepare surface properly for application ensuring it is clean and free of grease, wax or oil. 
3. Apply a thin sealer coat to prevent any air bubbles rising from the wood. 
4. The finish coat should be applied thick enough to produce a smooth surface. This should take 

approximately 1/8 in. of epoxy. The mixing of epoxy will create air bubbles when you pour it out 
on the surface. They can be removed by heating the epoxy with a propane torch held at a 
distance of about 8 in. 

 
Coverage: 1 Gal—12 ft2 at 1/8" thick 

Color: Dries clear. Pigments may be added to create semi-opaque colors. 
 

Working Time: 

Mixed product must be used within 25-30 mins. Spread across the surface as quickly as possible to increase 
working time. 
 
Gel Time: Thin Coats: 1-2 hours Thick Coats: 30-45 minutes 

Set Time: Thin Coats: 4-8 hours - Thick Coats: 2-4 hours 

Cure Time: 24 hours to hard cure  
     Up to 7 days for full cure 

 

 

Available In: Part 1: Part 2: 

Quart Kit 1 Pint 1 Pint 

1/2 Gallon Kit 1 Quart 1 Quart 

Gallon Kit 1/2 Gal 1/2 Gal 

2 Gallon Kit 1 Gallon 1 Gallon 

10 Gallon Kit 5 Gal Pail 5 Gal Pail 


