FASED Visit www.FascoEpoxies.com to Place Your Order

EPOXIES® . .
#50WR — Water Reducible Epoxy Coating
Clear
Available In: Part I: Part 2:
3 Pint Kit | Pint | Quart
3 Quart Kit | Quart 1/2 Gal
1.5 Gallon Kit 1/2 Gal | Gal
15 Gallon Kit 5 Gal Pail 5 Gal Pail (2)

Mixes: 1:2 Ratio

Description & Uses:

While other epoxies will not cure in the presence of water, this two-part epoxy is not only unaffected,
but water reducible. Perfect for coating and sealing fresh concrete or damp masonry, sealing wood
surfaces or coating stone walkways. This product can be sprayed or brushed on Styrofoam without
issue or used as a thin floor coating. Water can be used for thinning.

Application:

1.Can be applied to damp or dry surfaces as long as they are clean.

2.Mix one part of Part 1 by volume with two parts of Part 2 thoroughly. The mixture will turn
white and thicken. Add water equal to the amount of total mixed epoxy. Mix thoroughly
again to ensure proper mixture. The white look will disappear as the epoxy dries.

3.Apply with a brush, roller, or spray in thin coats. Allow to dry "tack free" before adding
another coat. Applying too thick of a coat will cause blisters. When spraying, use a mask and
goggles. Avoid breathing the fumes and keep out of eyes.

4.Clean up with water or citrus hand cleaner if not gelled.

Coverage: 1 Water-Reduced Gallon Mixture —300 ft?

Color: Dries semi-clear.

Working Time:

Mixed product must be used within 45-60 mins. Working times will increase with larger amounts of water. Do
not exceed 50% by volume of water.

Gel Time: Thin Coats: 1-2 hours
Set Time: Thin Coats: 2-4 hours

Cure Time: 24 hours to hard cure
Up to 7 days for full cure

Times are based on an ambient temperature of 72-80 °F.
Thicker applications and warmer temperatures will make the epoxy cure faster.
Thinner applications and cooler temperatures will make the epoxy cure slower.



