Visit www.FascoEpoxies.com to Place Your Order

FASCO

EPOXIES”

#55 — Clock Epoxy
#55F — Fishing Rod Epoxy

Available In: Part I: Part 2:
Quart Kit | Pint | Pint
1/2 Gallon Kit | Quart | Quart
Gallon Kit 1/2 Gal 1/2 Gal

10 Gallon Kit 5 Gal Palil 5 Gal Pail

Mixes: 1:1 Ratio

Description & Uses:

#55 is a clear epoxy coating specially designed for applying thick protective coatings on exotic woods, clocks,
plaques, decoupage, etc. The smooth mirror-like finish imparts beauty to the wood grain while protecting it from
the elements.

#55F is a clear epoxy coating specially designed for coating fishing rods. These epoxies form a tough, durable, and
flexible coating.

Application:

1.Wood, metal, and fiberglass should be clean, dry, and sanded. Concrete, tile and masonry should be
clean and acid-etched with a 4 to 1 solution of water and muriatic acid.

2.Can be applied by brush in any film thickness desired. Clean up with Acetone. Pouring thicker than %"
thick may cause bubble entrapment.

3.When applying over wood, it is best to brush on a thin sealer coat and allow to dry. This prevents air

bubbles from coming up in succeeding coats.
4. Allow to dry and sand lightly between each coat with fine sandpaper to remove gloss.

Coverage: 1 Gal—12 ft? at 1/8" thick

Color: Dries clear. Pigments may be added to create semi-opaque colors.

Working Time:

Mixed product must be used within 25-30 mins. Spread across the surface as quickly as possible to increase working time.

Gel Time: Thin Coats: 1-2 hours Thick Coats: 30-45 minutes

Set Time: Thin Coats: 4-8 hours Thick Coats: 2-4 hours

Cure Time: 24 hours to hard cure
Up to 7 days for full cure

Times are based on an ambient temperature of 72-80 °F.
Thicker applications and warmer temperatures will make the epoxy cure faster.
Thinner applications and cooler temperatures will make the epoxy cure slower.



