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      #7 - Fas-Stone UW 
 

Times are based on an ambient temperature of 72-80 °F. 
Thicker applications and warmer temperatures will make the epoxy cure faster. 
Thinner applications and cooler temperatures will make the epoxy cure slower. 

 

Available In: Part 1: Part 2: 

Quart Kit 1 Pint 1 Pint 

Gallon Kit 1/2 Gal 1/2 Gal 

10 Gallon Kit 5 Gal Pail 5 Gal Pail 

                                                                                            Mixes: 1:1 Ratio 

Description & Uses: 

A two-component epoxy putty designed specifically for underwater repairs. It is formulated using a special 

curing agent with excellent surface wetting characteristics that allow it to cure underwater. The putty is thick 

enough to fill in voids in submerged concrete, wood, steel or fiberglass. Sand may be added as desired to 

increase viscosity. 

Application: 

1. Surface to be repaired or glued should be clean and free of grease, wax or oil. 
2. Mix equal parts by volume of Part 1 and Part 2 thoroughly. Make sure Part 1 and Part 2 become a 

uniform color with no streaks. This will ensure a proper mix. This product will not cure if mixed 
in any ratio other than 1:1. 

3.Apply patching compound in any thickness desired 

Useful Hints:  

When applying underwater, the mixed compound can be placed on a piece of wax paper then folded 
over and transported underwater to the patch area. Place the wax paper over the patch area and open, 
pressing the putty face-down onto the patch. The paper can be used to smooth out the putty over the 
surface and be left in place for 24 hours for later removal. 
 

Color: Part 1 is white and Part 2 is black. When mixed properly, the product has a dark grey 
appearance. Pigment should not be added to this product. 
 

Working Time: 

The mixed product must be used within 30 to 60 min. Larger batches gel quicker. Working times will decrease 
above water. 
 

Gel Time: 

Thin Coats: 4-6 hours Thick Coats: 2-4 hours 
Set Time: 

Thin Coats: 6-8 hours - Thick Coats: 4-6 hours 

Cure Time: 

48 hours 
Up to 72 hours for full cure 


