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  #88 — Epoxo 88® Liquid 

 

Times are based on an ambient temperature of 72-80 °F. 
Thicker applications and warmer temperatures will make the epoxy cure faster. 
Thinner applications and cooler temperatures will make the epoxy cure slower. 

 

 

                                                                                                  Mixes: 1:1 Ratio 

Description & Uses: 

Epoxo 88 Liquid has a consistency similar to syrup that easily seeps into cracks for better penetration 

and for other applications where a liquid may be more useful. 88 Liquid is used for golf club repair, 

furniture repair, carburetor repair, plastic parts, electronic repair, glass antique repair, and wooden 

railings. Bonds to aluminum, glass, wood, steel, fiberglass, and foam. 

 

Application: 

1. Squeeze equal parts of Part 1 and Part 2 into a small container. Parts must be equal! 

2. Thoroughly mix until uniform in color. 

3. Apply to a clean, sanded surface with a spreader or putty knife. 

 

Coverage: 

Amount needed for the repair. Do not mix more than you can use in 3 to 4 minutes. 

 

Color:  

Dries clear.  

Working Time: 

Mixed product must be used within 3 to 4 minutes. 

 

Gel Time: 6 Minutes 

 

Set Time: 12—14 Minutes 

 

Cure Time: 15—20 Minutes 

 

Available In: Part 1: Part 2: 

4oz Kit 2oz 2oz 

16oz Kit (Pint ) 8oz 8oz 

32oz Kit (Quart) 16oz 16oz 

128oz Kit (Gallon) 64oz 64oz 


