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         #99 — Stop Rot 
 

Times are based on an ambient temperature of 72-80 °F. 
Thicker applications and warmer temperatures will make the epoxy cure faster. 
Thinner applications and cooler temperatures will make the epoxy cure slower. 

 

Available In: Part 1: Part 2: 

5 1/2 Pint Kit 1 Quart 1 Half Pint 

5 Quart Kit 1 Gallon 1 Quart 

                                                                                          Mixes: 4:1 Ratio 

Description & Uses: 

#99 Stop Rot is a special low viscosity epoxy resin formulation that penetrates into the pores of the 
wood and stops rot. Rotted areas filled with Stop Rot harden into a flexible solid mass, which can no 
longer rot. This product will stop rot and leaks. Can be used on damp wood. 
 

Application: 

1. Brush the mixed Stop Rot into rotted areas, cracks, seams, joints and end grains. 
2. Use any method that will provide the greatest penetration into the wood. Rolling, brushing, 

injecting or pouring over the affected area are all acceptable methods. STOP ROT CANNOT BE 
SPRAYED. 

3. Holes can be drilled into the rotted area and the Stop Rot can be poured or injected into the 
wood or rotted area. 

 

Tips: 

Large amounts of moisture in the wood sometimes slows the cure time. Do not apply in temperatures 
below 65Q. Avoid contact with skin. 
 

 

Working Time: 

30 minutes to 1 hour. 
 
Gel Time: 1-2 hours 

Set Time: 5-6 hours 

Cure Time: 24-48 hours 

 


