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  9XS - Super Steelflex™ 
 

Times are based on an ambient temperature of 72-80 °F. 
Thicker applications and warmer temperatures will make the epoxy cure faster. 
Thinner applications and cooler temperatures will make the epoxy cure slower. 

 

               

                                                                                   

 

 

 

   Mixes: 2:1 Ratio 

Description & Uses: 

A two-part epoxy compound that exhibits a greater chemical and heat resistance than standard 
Steelflex. Once fully cured, can be exposed to Skydrol, Xylol, Sulfuric Acid, salt water, gasoline, 
diesel fuel, etc. Super Steelflex can be heated up to 300°F without charring. Tenaciously 
adheres to aluminum, steel, fiberglass and most plastics. There is no evaporation and negligible 
shrinkage during polymerization. Fantastic for tank coatings, garage floors, industrial floors, 
coating pumps and machinery to prevent or resist corrosion. Can be used anywhere that heat 
resistance, abrasion resistance, or chemical resistance is needed. 

Application: 

1. Prepare surface properly before application. For aluminum, clean with wire brush and etch 
with mild etching chemical. For fiberglass or wood surfaces, remove previous paints or 
primers - do not use on pressure treated wood. 

2. Mix two parts of Part 1 with one part of Part 2 thoroughly. Make sure Part 1 and Part 2 
become a uniform color with no streaks; this will ensure a proper mix. If you are adding color 
to epoxy, mix pigment into Part 2 thoroughly before mixing Part 1 and Part 2 together. Do not 
exceed 1 OZ of pigment per quart total mixture of epoxy. 

3. Super Steelflex may be applied using a squeegee, brush, roller or other means to spread an 
even coat across the surface. Spraying is not recommended. 

 

Coverage: When properly applied—100 ft2 per Gal. 

 
Color: Available in clear, black, grey or white. 
 
Working Time: 

Mixed product must be used within 15-30 mins. Spread across the surface as quickly as possible to increase 
working time. 
 
Gel Time: Thin Coats: 3-4 hours Thick Coats: 1-2 hours 

Set Time: Thin Coats: 4-6 hours - Thick Coats: 2-4 hours 

Cure Time:  
Thin Coats: 12-24 hours Thick Coats: 4-6 hours  
Up to 4 days for full cure 

Available In: Part 1: Part 2: 

3 Pint Kit 1 Quart 1 Pint 

3 Quart Kit 1/2 Gal 1 Quart 

1.5 Gal Kit 1 Gal 1/2 Gal 

15 Gal Kit 5 Gal Pail (2) 5 Gal Pail 

45 Gallon Kit 5 Gal Pail (6) 5 Gal Pail (3) 


