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SECTION 2 - HAZARDS IDENTIFICATION 

 

 
 

MANUFACTURER INFORMATION: 
Fasco Epoxies, Inc. 
2550 N U.S.1 Fort Pierce, FL 34946 
E-Mail: Sales@FascoEpoxies.com 
Customer Service: (305) 821-9441 

 
24 HR. Emergency Phone Contact: 

CHEMTREC 
1-800-424-9300 

 
PRODUCT NAME: Fasco #54 Coal Tar Part 1 
PRODUCT CODE: 54 Part 1 
Product Description: Resin 

 

 

GHS CLASSIFICATIONS 
 

[Health] 
Flammable Liquid 3, Skin irritation 2, Eye irritation 2B, Skin sensitization 1, Eye irritation 2, Asp. Tox. 1, 
Carc. 1A, Repr. 1B, Muta. 1B, STOT SE 3, STOT RE 2 

[Environmental] 
Aquatic Toxicity (Chronic)    Category 2 [Physical] 

 

GHS Label Elements, Including Precautionary Statements: 

Pictograms: 

 
 

Signal Word: Danger 
 

HAZARD STATEMENT(S): 
 

H226 Flammable Liquid and vapor. 
H332 May be fatal if swallowed and enters airways. 
H350 May cause cancer. (Skin, Lungs, Bladder, Kidneys, Other) 
H360 May damage fertility or the unborn child. 
H340 May cause genetic defects. 
H373 May cause damage to organs through prolonged or repeated exposure: (auditory dysfunction) 
H315 Causes skin irritation. 
H317 May cause an allergic skin reaction. 
H319 Causes serious eye irritation. 
H318 Causes serious eye damage 

SECTION 1 - COMPANY AND PRODUCT IDENTIFICATION 
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SECTION 3 - COMPOSITION / INFORMATION ON INGREDIENTS 

H412 Harmful to aquatic life with long lasting effects. 
 
PRECAUTIONARY STATEMENT(S): 
Prevention: 
P201 Obtain special instructions before using. 
P202 Do not handle until all safety precautions have been read and understood. 
P210 Keep away from heat, hot surfaces, sparks, open flames, and other ignition sources. No smoking. 
P233 Keep container tightly closed. 
P240 Ground/bond container and receiving equipment. 
P241 Use explosion-proof electrical/ventilating/lighting equipment. 
P242 Use only non-sparking tools. 
P243 Take precautionary measures against static discharge. 
P280 Wear protective gloves / eye protection / face protection. 
P260 Do not breathe dust/fumes/gas/mist/vapors/spray. 
P264 Wash skin thoroughly after handling. 
P273 Avoid release to the environment. 
Other hazards: 
H373 Skin irritation may be aggravated by exposure to sunlight/UV rays. 
H402 Harmful to aquatic life. 
Additional Information: 
This product contains chemicals known to the State of California to cause cancer. 
Response: 
P302+P352 IF ON SKIN: Wash with plenty of soap and water. 
P304+P340 IF INHALED: Remove person to fresh air and keep comfortable for breathing. 
P305+P351+P338 IF IN EYES: Rinse cautiously with water for several minutes.  Remove contact lenses, if 
present and easy to do.  Continue rinsing. 
P308+P313 IF exposed or concerned: Get medical advice/ attention. 
P312 Call a POISON CENTER/doctor/physician/first aider/if you feel unwell.  
P314 Get medical advice/attention if you feel unwell. 
P333+P313 If skin irritation or rash occurs: Get medical advice/attention.  
P337+P313 If eye irritation persists: Get medical advice/attention.  
P362+P364 Take off contaminated clothing and wash it before reuse. 
P391 Collect spillage. 

 

 

Chemical Name Wt.% CAS 

Bisphenol-A <=50 25068-38-6 

Coal tar pitch, high temp <=40 65996-93-2 

Xylene 7-8% 1330-20-7 

Ethylbenzene 2-3% 100-41-4 

Trade Secret <=2% XXXXX 
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SECTION 4 - FIRST AID MEASURES 

SECTION 5 - FIRE FIGHTING MEASURES 

SECTION 6 - ACCIDENTAL RELEASE MEASURES 

 

 

EYE CONTACT: Flush eyes thoroughly with running water for 15 minutes; remove contact lenses 
after 1-2 minutes of flushing and continue flushing. If eye irritation occurs, consult a physician or 
ophthalmologist. 

SKIN CONTACT: Remove material from the skin immediately by washing with soap and plenty of 
water; remove contaminated clothing and shoes while washing; obtain medical attention if irritation 
persists. Wash clothing prior to reuse. Do not reuse clothing or personal items which cannot be 
decontaminated. 

INGESTION: Do NOT induce vomiting.  Do not give anything by mouth to an unconscious person. Call 
a physician or poison control center immediately. 

INHALATION: Move exposed person to fresh air. If effects occur obtain medical attention. 

Do not give anything by mouth to an unconscious person. Call a physician or poison control center 
immediately. 

 

SUITABLE EXTINGUISHING MEDIA: Extinguish with carbon dioxide, dry chemical, foam, or water spray. 

HAZARDOUS COMBUSTION PRODUCTS: Combustion causes toxic fumes. Combustion products: 

Nitrogen oxides, Oxides of carbon, Sulphur oxides 

FIRE FIGHTING PROCEDURES: As in any fire, wear a self-contained breathing apparatus in pressure- 
demand, MSHA/NIOSH approved or equivalent, and full protective gear. 

UNUSUAL FIRE AND EXPLOSION HAZARDS: Combustion products may include but are not limited to: 
phenolics, carbon monoxide and carbon dioxide; smoke may contain particles of original materials as 
well. 

 

 

PERSONAL PRECAUTIONS, PROTECTIVE EQUIPMENT, AND EMERGENCY PROCEDURES:  Avoid contact 
with skin and eyes. Avoid inhalation of vapors. Eliminate sources of ignition. Ensure adequate ventilation. 

ENVIRONMENTAL PRECAUTIONS:  Prevent liquid entering sewers, basements, and work-pits. 

METHODS AND MATERIAL FOR CONTAINMENT AND CLEANING UP:  Contain spillages with sand, 

earth, vermiculite, diatomaceous earth, or any suitable adsorbent material. Contain contaminated 

adsorbent material in sealed, plastic lined drums and disposed of via an authorized waste disposal 

contractor. 
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SECTION 8 - EXPOSURE CONTROLS / PERSONAL PROTECTION 

SECTION 9 PHYSICAL AND CHEMICAL PROPERTIES 

 
 

PRECAUTIONS FOR SAFE HANDLING: Avoid prolonged or repeated contact with skin, wash thoroughly 
after handling.  Avoid use    of electric band heaters. Never apply direct flame to any container of 
product. 

CONDITIONS FOR SAFE STORAGE: Store in original container protected from direct sunlight in a 
cool, dry area with adequate    ventilation. Keep away from open flames. Do not store in unlabeled 
containers. 

INCOMPATIBLE MATERIALS:  Strong oxidizing agents. 
 

 

EXPOSURE GUIDELINES 
 

OSHA HAZARDOUS COMPONENTS (29 CFR1910.1200) 

 EXPOSURE LIMITS 
OSHA PEL ACGIH TVL 

Chemical Name PPM MG/M 
3 

PPM MG/ 
M3 

Bisphenol-A TWA N/E[1] [1] N/E[1] [1] 

Trade Secret TWA N/E[1] [1] N/E[1] [1] 

Coal Tar Pitch, high temp TWA   0.2mg/m3  0.2mg/m3 

Xylene TWA 100 ppm  150 ppm  

Ethylbenzene TWA 100 ppm    

Footnotes: 

1. N/E = Not Established 

 

ENGINEERING CONTROLS: Provide ventilation or other engineering controls to keep the airborne 
concentrations of vapor or mists below the applicable workplace exposure limits (PEL/TLV). Any installed 
emergency eye wash station or safety showers should be located near the work area. 

 
PERSONAL PROTECTIVE EQUIPMENT 

 
EYES AND FACE: Safety glasses or goggles as appropriate. 
SKIN: If prolonged or repeated skin contact is likely, wear appropriate protective gloves. 
CLOTHING: Protective clothing as necessary to guard against inadvertent product contact; 
safety shoes. 
RESPIRATORY: Not necessary under normal use conditions with adequate ventilation. 

 

 

FLASH POINT: No data available. 
AUTOIGNITION TEMPERATURE: No data available. 
BOILING POINT: >138 (> 280 degrees F) 
MELTING/FREEZING POINT: No data available. 

SECTION 7 - HANDLING AND STORAGE 
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SECTION 10 - STABILITY AND REACTIVITY 

SECTION 11 - TOXICOLOGICAL INFORMATION 

VAPOR PRESSURE: Not determined. 
VAPOR DENSITY (Air = 1): Not determined. 
APPEARANCE: Black liquid.  
ODOR: Hydrocarbon solvent. 
 FLAMMABILITY LIMITS: No data available. 

EXPLOSIVE PROPERTIES: Not explosive. 

EVAPORATION RATE: No data available. 
pH: Approximately Neutral. 
SOLUBILITY IN WATER: Insoluble. 
CHEMICAL STABILITY: This product is stable under normal conditions of storage and use. 
 

 

CONDITIONS TO AVOID: Elevated temperatures. 
INCOMPATIBLE MATERIALS: Oxidizing agents. 
HAZARDOUS DECOMPOSITION PRODUCT(S): Combustion causes toxic fumes. Combustion products: 
Nitrogen oxides, Oxides of carbon, Sulphur oxides. 

 

 

SIGNS AND SYMPTOMS OF OVEREXPOSURE: 
EYE EFFECTS: Eye irritant 
SKIN: Contact can cause redness and irritation. 
EYES: Liquid contact will cause stinging and tearing. 

INHALATION: Excessive inhalation of high concentrations may be irritating. 
INGESTION: If swallowed, this material may irritate the mucous membranes of the mouth, throat, and 
esophagus. 

 

ACUTE ORAL TOXICITY: 

Bisphenol-A (mouse) LD50: >500 mg/kg 

Coal Tar Pitch, High Temp (rat) LD50: 3300 mg/kg 

xylene (mouse) LD50: 2119 mg/kg 

ethylbenzene (rat) LD50: 3500 mg/kg 
 

ACUTE INHALATION TOXICITY: 

xylene (rat) LD50:5000 ppm4h 

ethylbenzene (rat) LD50: 17.2 mg/i4h 
 

ACUTE DERMAL TOXICITY: 

Bisphenol-A (rat) LD50: >1200 mg/kg 

Coal Tar Pitch, High Temp (rat) LD50: >2000 mg/kg 

xylene (rabbit) LD50: >1700 mg/kg 

ethylbenzene (rabbit) LD50: 17800 mg/kg 
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SECTION 12 - ECOLOGICAL INFORMATION 

SECTION 13 - DISPOSAL CONSIDERATION 

SECTION 14 - TRANSPORT INFORMATION 

 

 

ENVIRONMENTAL EFFECTS: Toxic to aquatic organisms, may cause long-term adverse effects in the 
aquatic environment. Water polluting material. May be harmful to the environment if released in large 
quantities. 

 

BIOACCUMULATION/ACCUMULATION: According to the results of tests of biodegradability, this 
product is not readily biodegradable. 

 
MOBILITY: No known significant effects or critical hazards. 
  

 
Chemical waste generators must determine whether a discarded chemical is classified as a hazardous 
waste. US EPA guidelines for the classification determination are listed in 40 CFR Parts 261.3. 
Additionally, waste generators must consult state and local hazardous waste regulations to ensure 
complete and accurate classification. 

 

 

DOT:   
PROPER SHIPPING NAME: Tars, liquid 

UN/NA NUMBER:  UN1999 
HAZARD CLASS/DIVISION: 3 
PACKING GROUP:  III 
Marine Pollutant:  Yes 

IMDG: 
PROPER SHIPPING NAME: Tars, liquid  
UN/NA NUMBER:  UN1999 
HAZARD CLASS/DIVISION:  3 
PACKING GROUP:  III 
EmS No:  F-A, S-F 
Marine Pollutant:  Yes 

IATA: 
PROPER SHIPPING NAME: Tars, liquid 

UN/NA NUMBER:  UN1999 
HAZARD CLASS/DIVISION:  3 

PACKING GROUP:  III 
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SECTION 15 - REGULATORY INFORMATION 

SECTION 16 OTHER INFORMATION 

 

 

UNITED STATES 
SARA TITLE III (SUPERFUND AMENDMENTS AND REAUTHORIZATION ACT) 

311/312 HAZARD CATEGORIES: Immediate (Acute) health hazard. 
FIRE: No PRESSURE GENERATING: No REACTIVITY: No ACUTE: Yes CHRONIC: No 
313 REPORTABLE INGREDIENTS: None required. 
302/304 EMERGENCY PLANNING 

EMERGENCY PLAN: None required 
CERCLA (COMPREHENSIVE RESPONSE, COMPENSATION, AND LIABILITY ACT) 

CERCLA REGULATORY: None required. 
TSCA (TOXIC SUBSTANCE CONTROL ACT) 

TSCA STATUS: All Components listed. 
CALIFORNIA PROPOSITION 65: This product contains a chemical known to the state of California 
to cause cancer and birth defects or other reproductive harm. Epichlorohydrin 106-89-8 
OSHA HAZARD COMM. RULE: This product is a "Hazardous Chemical" as defined by the OSHA 
Hazard Communication Standard, 29 CFR 1910.1200 

CANADA 
WHMIS (WORKPLACE HAZARDOUS MATERIALS INFORMATION SYSTEM): Class D-2B: Toxic 
material causing other toxic effects. 
 

 

 

NFPA RATINGS: 
 

HEALTH 2 

FLAMMABILITY 3 

PHYSICAL HAZARD 0 

 
 

RATINGS NOTES: The customer is responsible for determining the PPE code for this material. 
 

MANUFACTURER DISCLAIMER: This information is compiled from sources believed reliable as of the 
date of issue, it is provided in good faith and correct to the best of our knowledge. No warranty, 
guarantee, or representation is made as to the sufficiency of the information for the safe use of the 
product nor to relieve the end user of their own Federal, State, and local regulatory compliance 
requirements. 


